NOTE:
1. DRAWING INDICATES "C" AIR AND COIL CONNECTION HANDINGS (REFER TO MODEL HANDING CONFIGURATION KEY FOR AVAILABLE OPTIONS)
2. STANDARD DRAIN CONNECTION HANDING IS SAME AS COIL CONNECTION.

TABLE 1

<table>
<thead>
<tr>
<th>REF.</th>
<th>DIAMETER</th>
</tr>
</thead>
<tbody>
<tr>
<td>4&quot;</td>
<td>4.00&quot;</td>
</tr>
<tr>
<td>6&quot;</td>
<td>6.00&quot;</td>
</tr>
<tr>
<td>8&quot;</td>
<td>9.375&quot; x 6.434&quot;</td>
</tr>
</tbody>
</table>

TABLE 3 (AVAILABLE OPTIONS)

<table>
<thead>
<tr>
<th>CONNECTION TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Ø 1/2&quot; O.D. SWEAT CONNECTION</td>
</tr>
<tr>
<td>Ø 1/2&quot; FEMALE NPT CONNECTION</td>
</tr>
<tr>
<td>Ø 1/2&quot; MALE NPT CONNECTION</td>
</tr>
</tbody>
</table>

TABLE 2

<table>
<thead>
<tr>
<th>NOMINAL UNIT LENGTH (in)</th>
<th>UNIT LENGTH (in)</th>
<th>OVERALL LENGTH (in)</th>
<th>WEIGHT (lb)</th>
</tr>
</thead>
<tbody>
<tr>
<td>8</td>
<td>95.75</td>
<td>98</td>
<td>150</td>
</tr>
<tr>
<td>10</td>
<td>119.75</td>
<td>122</td>
<td>200</td>
</tr>
</tbody>
</table>